
RELOJ COMPARADOR ANÁLOGICO DE PRECISIÓN 

Precisión Rango/Lec Lectura reloj 

5µm

8µm

5µm

8µm

0.2mm

0.2mm

0.2mm

0.2mm

0-100-0

0-100-0

0-100-0

0-100-0

Rango

1mm

2mm

1mm

2mm

Código

2313-1FA

2313-2FA

2313-1A

2313-2A

B

62.5

62.5

62.5

62.5

(mm)

Graduación: 0.001mm
Se suminitra con puntos de límite y abrazadera del aro 
Accesorio opcional: Tapas (página 135), puntas de 
contacto (página 131 ~ 134)

Medida en mm
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*Se suministra con certificado de inspección del fabricante NIST USA

*
*

2313-1FA

*
*

D

15

15

15

15

C

19.5

19.5

19.5

19.5

A

45

45

45

45

Tapa

Lisa

Lisa

Orejera

Orejera

Hysteresis

2µm

2.5µm

2µm

2.5µm

ESFERA DE 
ALLUMINIO TRATADO 

Jeweled bearing

Supplied with limit pointers

Optional accessory: backs (page 135), 

contact points (page 131~134)

DRange Accuracy Hysteresis RemarkGraduation

0.01mm

0.01mm

3mm

5mm

0.01mm

0.01mm

3mm

5mm

14µm

16µm

14µm

16µm

3µm

3µm

3µm

3µm

Range/rev Dial reading

0-50

0-50

0-50

0-50

0.5mm

0.5mm

0.5mm

0.5mm

B

COMPACT DIAL INDICATOR

46

48

46

48

10.5

12.5

10.5

12.5

Unit: mm
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7

*Supplied with manufacturer inspection certificate traceable to NIST USA

(mm)

Code

2311-3F

2311-5F

2311-3

2311-5*
*
*
* flat back

flat back

lug back

lug back

2311-5F

JEWELED 
BEARING

125 7




