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2173-360

2179-360

DIGITAL LEVEL AND PROTRACTOR

0-360° (90°x4)2179-360 0.05°(=0.873mm/m) 0° and 90°: ±0.1°; others: ±0.2°

ResolutionCode Range Accuracy

BACKLIGHT
BUZZER ALARM 
AT 0° AND 90°

ABSOLUTE
LEVEL

IP54 dust/waterproof

Aluminum frame

Magnetic bottom with V-groove 

for shafts

The sea level is permanently 

set inside the chip, zero setting 

is not needed when batteries 

are replaced

Buttons: ON/OFF, absolute and 

incremental measurement, 

keep the reading, buzzer alarm, 

unit (mm/m, %, in/ft), backlight

Two AAA batteries

Automatic power off

Código Rango Resolución 

2173-360 0-360° (90°x4) 0.1° (= 1.745 mm/m) 

NIVEL DIGITAL Y TRANSPORTADOR 

           Precisión 0° and 

90°: ±0.1°; others: ±0.2°

WATERPROOF
IP54

34223

Nivel del mar

Nivel

1
0
°

ON/OFF

HOLD
ZERO

Puesta a zero

Paso 1

Transportador

Superficie de 
referencia

ON/OFF

HOLD
ZERO

4 formas de uso

La pantalla  gira cuando la parte inferior está hacia arriba

ZERO

HOLD

ON/OFF

30º

30º
ZERO

HOLD

ON/OFF

Botón

Botón30º

ZERO

HOLD

ON/O
FF

ZERO

HOLD

ON/O
FF

30º Botón

Botón

Paso 2

3
0
º

ZERO

HOLD

ON/O
FF

level

step 1

protractor

4-orientation use

The display flips over when the bottom faces up

step 2

1
0
°

sea level 

reference
surface

reference
surface

3
0
°

3
0
°

bottom

bottom3
0
° 3

0
°

bottom

3
0
°bottom

set zero

Superficie de 
referencia

Marco de aluminio
Fondo magnético con ranura 
en V para los ejes
El ajuste cero se puede 
realizar en cualquier superficie 
plana
Botones: ON / OFF, CERO, 
HOLD (mantener la lectura) 
Pila: CR2032 
Apagado automático




