
GEAR TOOTH MICROMETER 

Measure over-pin diameter of gears

Graduation 0.01mm  

Ratchet stop 

Supplied with setting standards (except 0-25mm)

Optional accessary: ball tips 

(code 7391)

(mm)

bLRange Code 

38

50

62

70

82

94.5

107

67

92.4

117.6

143

168.2

192

217

0-25mm

25-50mm

50-75mm

75-100mm

100-125mm

125-150mm

150-175mm

3291-25

3291-50

3291-75

3291-100

3291-125

3291-150

3291-175

3291-25

ball tips are not included

Accuracy

4μm

4μm

5μm

5μm

6μm

6μm

7μm

DIGITAL GEAR TOOTH MICROMETER
ball tips are not included

(mm)

Code 

3591-25A

3591-50A

3591-75A

3591-100A

0-25mm/0-1"

25-50mm/1-2"

50-75mm/2-3"

75-100mm/3-4"

Range 

67

92.4

117.6

143

L

38

50

62

70

b

±4μm

±4μm

±5μm

±5μm

Accuracy

3591-25A

Unit: mm
17 66

Ø
1
8

L

b

Ø
8

DATA
OUTPUT

IP54
WATERPROOF

745

CONTACTOS DE 
MEDICIÓNCódigo Bola(D)

SØ1mm

SØ1.5mm

SØ2.0mm

SØ2.5mm

SØ3.0mm

SØ3.5mm

7391-T1

7391-T2

7391-T3

7391-T4

7391-T5

7391-T6

7391-T5

Código Bola (D)

SØ4.0mm

SØ4.5mm

SØ5.0mm

SØ6.0mm

7391-T7

7391-T8

7391-T9

7391-T10 15

Ø
5

D

Medida en mm

Measure over-pin diameter of gears  

Resolution 0.001mm/0.00005"

IP54 dust/waterproof 

Button function: on/off, set, mm/inch, ABS/INC, data output

Data output

LR44 battery, automatic power off

Ratchet stop

Supplied with setting standards (except 0-25mm/0-1")

Optional accessary: ball tips (code 7391), 

data output cable (code 7306-30, 7302-SPC2A, 7305-SPC3)

Unit: mm17L

b

47 66

Ø
1
8

Ø
6
.5

Se suministra en pareja
Adecuado para 3291, 3591 

7391-TS 10 pares/set, including all above tips




